
APPLICATION OF WEATHERING TINT

Below are a few tips to ensure you get the best from your Bebbington's Weathering Tint.

Bebbington's Weathering Tint is suitable for use on brick, mortar, masonry and stone and 
will not seal the surface, allowing the material to breath and ensuring that surfaces, treated
or un-treated, all naturally weather at the same rate.
 
HOW TO USE

Ensure the contents are thoroughly mixed prior to commencing application.

Shake vigorously for 15-20 seconds and decant into an appropriate container, checking 
that no pigment is left in the bottom of the bottle.

Stir well after every other brush load. 

For bricks either a 2 or 2 & ½ inch natural bristle paint brush.

For standard joints a 1/2 inch brush is suitable, but a brush to suit the size of the joint is 
advisable to avoid over coating surfaces adjacent to the joint.

Load the brush and then to avoid runs squeeze any excess against the side of the 
container.

TAKE CARE
Test the weathering tint in a discreet area, to satisfy yourself of the finish, ideally leaving it 
to cure fully (12 hours) before taking a view on the final shade.

Ensure that the area to be tinted is completely dry before any tinting is carried out, tinting 
must not be carried out in temperatures below 5°C.

A lighter finish can be achieved by diluting with water, up to 50% is fine but anything over 
that is not advisable as it will weaken the mix to a point where it may not bond with the 
substrate.

A darker finish can be achieved with additional applications. Leave approximately 30 
minutes between applications.
 
Cover the area below where you are working and clean up any spillages immediately 
with plenty of water and a mild detergent. Any surface left un-cleaned will stain.
 
HELP
You can also see a short video via our web page or on You Tube.
If you would like any further advice, please call or email.

HEALTH & SAFETY
Please follow the guidelines on the safety panel on the container label.
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